




Virginia Runoff Reduction Method Worksheet

Site Data Summary
Total Rainfall =  43 inches

Site Land Cover Summary

A Soils B Soils C Soils D Soils Total % of Total

Forest (acres) 16.38 17.30 0.00 0.00 33.68 100.00

Turf (acres) 0.00 0.00 0.00 0.00 0.00 0.00

Impervious (acres) 0.00 0.00 0.00 0.00 0.00 0.00

33.68 100.00

Site Rv 0.03

Post Development Treatment Volume (ft3) 3073

Post Development TP Load (lb/yr) 1.93

Post Development TN Load (lb/yr) 13.81

Total TP Load Reduction Required (lb/yr) ‐11.88

Total Runoff Volume Reduction (ft3) 0

Total TP Load Reduction Achieved (lb/yr) 0

Total TN Load Reduction Achieved (lb/yr) 0.00
Adjusted Post Development TP Load (lb/yr) 1.93
Remaining Phosphorous Load Reduction (Lb/yr) Required 0.00

Drainage Area Summary

D.A. A D.A. B D.A. C D.A. D D.A. E Total
Forest (acres) 0.00 0.00 0.00 0.00 0.00 0.00
Turf (acres) 0.00 0.00 0.00 0.00 0.00 0.00
Impervious (acres) 0.00 0.00 0.00 0.00 0.00 0.00

0.00

Drainage Area Compliance Summary

D.A. A D.A. B D.A. C D.A. D D.A. E Total

TP Load Red. (lb/yr) 0.00 0.00 0.00 0.00 0.00 0.00

TN Load Red. (lb/yr) 0.00 0.00 0.00 0.00 0.00 0.00
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Virginia Runoff Reduction Method Worksheet

Channel and Flood Protection

Weighted CN 1‐year 

storm 

Adjusted 

CN

2‐year storm 

Adjusted CN

10‐year 

storm 

Adjusted 

CN
Target Rainfall Event (in) 0.00 0.00 0.00

D.A. A CN 0 100 100 100

D.A. B CN 0 100 100 100

D.A. C CN 0 100 100 100

D.A. D CN 0 100 100 100

D.A. E CN 0 100 100 100

Summary Print



Virginia Runoff Reduction Method Worksheet

Site Data Summary
Total Rainfall =  43 inches

Site Land Cover Summary

A Soils B Soils C Soils D Soils Total % of Total

Forest (acres) 1.83 43.95 65.90 7.38 119.06 99.93

Turf (acres) 0.00 0.00 0.00 0.00 0.00 0.00

Impervious (acres) 0.00 0.08 0.00 0.00 0.08 0.07

119.14 100.00

Site Rv 0.04

Post Development Treatment Volume (ft3) 16103

Post Development TP Load (lb/yr) 10.12

Post Development TN Load (lb/yr) 72.38

Total TP Load Reduction Required (lb/yr) -38.73

Total Runoff Volume Reduction (ft3) 0

Total TP Load Reduction Achieved (lb/yr) 0

Total TN Load Reduction Achieved (lb/yr) 0.00

Adjusted Post Development TP Load (lb/yr) 10.12

Remaining Phosphorous Load Reduction (Lb/yr) Required 0.00

Drainage Area Summary

D.A. A D.A. B D.A. C D.A. D D.A. E Total

Forest (acres) 0.00 0.00 0.00 0.00 0.00 0.00

Turf (acres) 0.00 0.00 0.00 0.00 0.00 0.00

Impervious (acres) 0.00 0.00 0.00 0.00 0.00 0.00

0.00

Drainage Area Compliance Summary

D.A. A D.A. B D.A. C D.A. D D.A. E Total

TP Load Red. (lb/yr) 0.00 0.00 0.00 0.00 0.00 0.00

TN Load Red. (lb/yr) 0.00 0.00 0.00 0.00 0.00 0.00
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Virginia Runoff Reduction Method Worksheet

Channel and Flood Protection

Weighted CN 1-year 

storm 

Adjusted 

CN

2-year storm 

Adjusted CN

10-year 

storm 

Adjusted 

CN

Target Rainfall Event (in) 0.00 0.00 0.00

D.A. A CN 0 100 100 100

D.A. B CN 0 100 100 100

D.A. C CN 0 100 100 100

D.A. D CN 0 100 100 100

D.A. E CN 0 100 100 100

Summary Print



Virginia Runoff Reduction Method Worksheet

Site Data Summary
Total Rainfall =  43 inches

Site Land Cover Summary

A Soils B Soils C Soils D Soils Total % of Total

Forest (acres) 12.24 10.83 0.47 0.48 24.02 100.00

Turf (acres) 0.00 0.00 0.00 0.00 0.00 0.00

Impervious (acres) 0.00 0.00 0.00 0.00 0.00 0.00

24.02 100.00

Site Rv 0.03

Post Development Treatment Volume (ft3) 2223

Post Development TP Load (lb/yr) 1.40

Post Development TN Load (lb/yr) 9.99

Total TP Load Reduction Required (lb/yr) ‐8.45

Total Runoff Volume Reduction (ft3) 0

Total TP Load Reduction Achieved (lb/yr) 0

Total TN Load Reduction Achieved (lb/yr) 0.00
Adjusted Post Development TP Load (lb/yr) 1.40
Remaining Phosphorous Load Reduction (Lb/yr) Required 0.00

Drainage Area Summary

D.A. A D.A. B D.A. C D.A. D D.A. E Total
Forest (acres) 0.00 0.00 0.00 0.00 0.00 0.00
Turf (acres) 0.00 0.00 0.00 0.00 0.00 0.00
Impervious (acres) 0.00 0.00 0.00 0.00 0.00 0.00

0.00

Drainage Area Compliance Summary

D.A. A D.A. B D.A. C D.A. D D.A. E Total

TP Load Red. (lb/yr) 0.00 0.00 0.00 0.00 0.00 0.00

TN Load Red. (lb/yr) 0.00 0.00 0.00 0.00 0.00 0.00
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Virginia Runoff Reduction Method Worksheet

Channel and Flood Protection

Weighted CN 1‐year 

storm 

Adjusted 

CN

2‐year storm 

Adjusted CN

10‐year 

storm 

Adjusted 

CN
Target Rainfall Event (in) 0.00 0.00 0.00

D.A. A CN 0 100 100 100

D.A. B CN 0 100 100 100

D.A. C CN 0 100 100 100

D.A. D CN 0 100 100 100

D.A. E CN 0 100 100 100

Summary Print



Virginia Runoff Reduction Method Worksheet

Site Data Summary
Total Rainfall =  43 inches

Site Land Cover Summary

A Soils B Soils C Soils D Soils Total % of Total

Forest (acres) 4.95 44.25 0.45 0.00 49.65 100.00

Turf (acres) 0.00 0.00 0.00 0.00 0.00 0.00

Impervious (acres) 0.00 0.00 0.00 0.00 0.00 0.00

49.65 100.00

Site Rv 0.03

Post Development Treatment Volume (ft3) 5244

Post Development TP Load (lb/yr) 3.29

Post Development TN Load (lb/yr) 23.57

Total TP Load Reduction Required (lb/yr) ‐17.06

Total Runoff Volume Reduction (ft3) 0

Total TP Load Reduction Achieved (lb/yr) 0

Total TN Load Reduction Achieved (lb/yr) 0.00
Adjusted Post Development TP Load (lb/yr) 3.29
Remaining Phosphorous Load Reduction (Lb/yr) Required 0.00

Drainage Area Summary

D.A. A D.A. B D.A. C D.A. D D.A. E Total
Forest (acres) 0.00 0.00 0.00 0.00 0.00 0.00
Turf (acres) 0.00 0.00 0.00 0.00 0.00 0.00
Impervious (acres) 0.00 0.00 0.00 0.00 0.00 0.00

0.00

Drainage Area Compliance Summary

D.A. A D.A. B D.A. C D.A. D D.A. E Total

TP Load Red. (lb/yr) 0.00 0.00 0.00 0.00 0.00 0.00

TN Load Red. (lb/yr) 0.00 0.00 0.00 0.00 0.00 0.00
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Virginia Runoff Reduction Method Worksheet

Channel and Flood Protection

Weighted CN 1‐year 

storm 

Adjusted 

CN

2‐year storm 

Adjusted CN

10‐year 

storm 

Adjusted 

CN
Target Rainfall Event (in) 0.00 0.00 0.00

D.A. A CN 0 100 100 100

D.A. B CN 0 100 100 100

D.A. C CN 0 100 100 100

D.A. D CN 0 100 100 100

D.A. E CN 0 100 100 100

Summary Print



Virginia Runoff Reduction Method Worksheet

Site Data Summary
Total Rainfall =  43 inches

Site Land Cover Summary

A Soils B Soils C Soils D Soils Total % of Total

Forest (acres) 1.69 29.92 8.92 1.50 42.03 98.94

Turf (acres) 0.00 0.00 0.00 0.00 0.00 0.00

Impervious (acres) 0.00 0.14 0.10 0.21 0.45 1.06

42.48 100.00

Site Rv 0.04

Post Development Treatment Volume (ft3) 6500

Post Development TP Load (lb/yr) 4.08

Post Development TN Load (lb/yr) 29.22

Total TP Load Reduction Required (lb/yr) ‐13.33

Total Runoff Volume Reduction (ft3) 0

Total TP Load Reduction Achieved (lb/yr) 0

Total TN Load Reduction Achieved (lb/yr) 0.00
Adjusted Post Development TP Load (lb/yr) 4.08
Remaining Phosphorous Load Reduction (Lb/yr) Required 0.00

Drainage Area Summary

D.A. A D.A. B D.A. C D.A. D D.A. E Total
Forest (acres) 0.00 0.00 0.00 0.00 0.00 0.00
Turf (acres) 0.00 0.00 0.00 0.00 0.00 0.00
Impervious (acres) 0.00 0.00 0.00 0.00 0.00 0.00

0.00

Drainage Area Compliance Summary

D.A. A D.A. B D.A. C D.A. D D.A. E Total

TP Load Red. (lb/yr) 0.00 0.00 0.00 0.00 0.00 0.00

TN Load Red. (lb/yr) 0.00 0.00 0.00 0.00 0.00 0.00
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Virginia Runoff Reduction Method Worksheet

Channel and Flood Protection

Weighted CN 1‐year 

storm 

Adjusted 

CN

2‐year storm 

Adjusted CN

10‐year 

storm 

Adjusted 

CN
Target Rainfall Event (in) 0.00 0.00 0.00

D.A. A CN 0 100 100 100

D.A. B CN 0 100 100 100

D.A. C CN 0 100 100 100

D.A. D CN 0 100 100 100

D.A. E CN 0 100 100 100

Summary Print



Virginia Runoff Reduction Method Worksheet

Site Data Summary
Total Rainfall =  43 inches

Site Land Cover Summary

A Soils B Soils C Soils D Soils Total % of Total

Forest (acres) 5.91 78.62 6.16 2.50 93.19 100.00

Turf (acres) 0.00 0.00 0.00 0.00 0.00 0.00

Impervious (acres) 0.00 0.00 0.00 0.00 0.00 0.00

93.19 100.00

Site Rv 0.03

Post Development Treatment Volume (ft3) 10339

Post Development TP Load (lb/yr) 6.50

Post Development TN Load (lb/yr) 46.47

Total TP Load Reduction Required (lb/yr) ‐31.71

Total Runoff Volume Reduction (ft3) 0

Total TP Load Reduction Achieved (lb/yr) 0

Total TN Load Reduction Achieved (lb/yr) 0.00
Adjusted Post Development TP Load (lb/yr) 6.50
Remaining Phosphorous Load Reduction (Lb/yr) Required 0.00

Drainage Area Summary

D.A. A D.A. B D.A. C D.A. D D.A. E Total
Forest (acres) 0.00 0.00 0.00 0.00 0.00 0.00
Turf (acres) 0.00 0.00 0.00 0.00 0.00 0.00
Impervious (acres) 0.00 0.00 0.00 0.00 0.00 0.00

0.00

Drainage Area Compliance Summary

D.A. A D.A. B D.A. C D.A. D D.A. E Total

TP Load Red. (lb/yr) 0.00 0.00 0.00 0.00 0.00 0.00

TN Load Red. (lb/yr) 0.00 0.00 0.00 0.00 0.00 0.00
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Virginia Runoff Reduction Method Worksheet

Channel and Flood Protection

Weighted CN 1‐year 

storm 

Adjusted 

CN

2‐year storm 

Adjusted CN

10‐year 

storm 

Adjusted 

CN
Target Rainfall Event (in) 0.00 0.00 0.00

D.A. A CN 0 100 100 100

D.A. B CN 0 100 100 100

D.A. C CN 0 100 100 100

D.A. D CN 0 100 100 100

D.A. E CN 0 100 100 100

Summary Print



Virginia Runoff Reduction Method Worksheet

Site Data Summary
Total Rainfall =  43 inches

Site Land Cover Summary

A Soils B Soils C Soils D Soils Total % of Total

Forest (acres) 0.00 40.72 33.98 15.26 89.96 99.45

Turf (acres) 0.00 0.00 0.00 0.00 0.00 0.00

Impervious (acres) 0.00 0.50 0.00 0.00 0.50 0.55

90.46 100.00

Site Rv 0.04

Post Development Treatment Volume (ft3) 13862

Post Development TP Load (lb/yr) 8.71

Post Development TN Load (lb/yr) 62.31

Total TP Load Reduction Required (lb/yr) ‐28.38

Total Runoff Volume Reduction (ft3) 0

Total TP Load Reduction Achieved (lb/yr) 0

Total TN Load Reduction Achieved (lb/yr) 0.00
Adjusted Post Development TP Load (lb/yr) 8.71
Remaining Phosphorous Load Reduction (Lb/yr) Required 0.00

Drainage Area Summary

D.A. A D.A. B D.A. C D.A. D D.A. E Total
Forest (acres) 0.00 0.00 0.00 0.00 0.00 0.00
Turf (acres) 0.00 0.00 0.00 0.00 0.00 0.00
Impervious (acres) 0.00 0.00 0.00 0.00 0.00 0.00

0.00

Drainage Area Compliance Summary

D.A. A D.A. B D.A. C D.A. D D.A. E Total

TP Load Red. (lb/yr) 0.00 0.00 0.00 0.00 0.00 0.00

TN Load Red. (lb/yr) 0.00 0.00 0.00 0.00 0.00 0.00
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Virginia Runoff Reduction Method Worksheet

Channel and Flood Protection

Weighted CN 1‐year 

storm 

Adjusted 

CN

2‐year storm 

Adjusted CN

10‐year 

storm 

Adjusted 

CN
Target Rainfall Event (in) 0.00 0.00 0.00

D.A. A CN 0 100 100 100

D.A. B CN 0 100 100 100

D.A. C CN 0 100 100 100

D.A. D CN 0 100 100 100

D.A. E CN 0 100 100 100

Summary Print



Virginia Runoff Reduction Method Worksheet

Site Data Summary
Total Rainfall =  43 inches

Site Land Cover Summary

A Soils B Soils C Soils D Soils Total % of Total

Forest (acres) 0.00 16.82 0.00 2.82 19.64 100.00

Turf (acres) 0.00 0.00 0.00 0.00 0.00 0.00

Impervious (acres) 0.00 0.00 0.00 0.00 0.00 0.00

19.64 100.00

Site Rv 0.03

Post Development Treatment Volume (ft3) 2344

Post Development TP Load (lb/yr) 1.47

Post Development TN Load (lb/yr) 10.53

Total TP Load Reduction Required (lb/yr) ‐6.58

Total Runoff Volume Reduction (ft3) 0

Total TP Load Reduction Achieved (lb/yr) 0

Total TN Load Reduction Achieved (lb/yr) 0.00
Adjusted Post Development TP Load (lb/yr) 1.47
Remaining Phosphorous Load Reduction (Lb/yr) Required 0.00

Drainage Area Summary

D.A. A D.A. B D.A. C D.A. D D.A. E Total
Forest (acres) 0.00 0.00 0.00 0.00 0.00 0.00
Turf (acres) 0.00 0.00 0.00 0.00 0.00 0.00
Impervious (acres) 0.00 0.00 0.00 0.00 0.00 0.00

0.00

Drainage Area Compliance Summary

D.A. A D.A. B D.A. C D.A. D D.A. E Total

TP Load Red. (lb/yr) 0.00 0.00 0.00 0.00 0.00 0.00

TN Load Red. (lb/yr) 0.00 0.00 0.00 0.00 0.00 0.00
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Virginia Runoff Reduction Method Worksheet

Channel and Flood Protection

Weighted CN 1‐year 

storm 

Adjusted 

CN

2‐year storm 

Adjusted CN

10‐year 

storm 

Adjusted 

CN
Target Rainfall Event (in) 0.00 0.00 0.00

D.A. A CN 0 100 100 100

D.A. B CN 0 100 100 100

D.A. C CN 0 100 100 100

D.A. D CN 0 100 100 100

D.A. E CN 0 100 100 100

Summary Print
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